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(1) Take a quench water sample from
a location that provides a representa-
tive sample of the quench water as ap-
plied to the coke (e.g., from the header
that feeds water to the quench tower
reservoirs). Conduct sampling under
normal and representative operating
conditions.

(2) Determine the sum of the con-
centration of benzene, benzo(a)pyrene,
and naphthalene in the sample using
the applicable methods in 40 CFR part
136 or an approved alternative method.

§63.7326 How do I demonstrate initial
compliance with the emission limi-
tations that apply to me?

(a) For each coke oven battery sub-
ject to the emission limit for particu-
late matter from a control device ap-
plied to pushing emissions, you have
demonstrated initial compliance if you
meet the requirements in paragraphs
(a)(1) through (4) of this section that
apply to you.

(1) The concentration of particulate
matter, measured in accordance with
the performance test procedures in
§63.7322(b)(1) and (2), did not exceed 0.01
gr/dscf for a control device where a
cokeside shed is used to capture push-
ing emissions or the process-weighted
mass rate of particulate matter (1b/ton
of coke), measured in accordance with
the performance test procedures in
§63.7322(b)(1) through (4), did not ex-
ceed:

(i) 0.02 1b/ton of coke if a moveable
hood vented to a stationary control de-
vice is used to capture emissions;

(ii) If a mobile scrubber car that does
not capture emissions during travel is
used, 0.03 1b/ton of coke from a control
device applied to pushing emissions
from a short coke oven battery or 0.01
1b/ton of coke from a control device ap-
plied to pushing emissions from a tall
coke oven battery; and

(iii) 0.04 1b/ton of coke if a mobile
control device that captures emissions
during travel is used.

(2) For each venturi scrubber applied
to pushing emissions, you have estab-
lished appropriate site-specific oper-
ating limits and have a record of the
pressure drop and scrubber water flow
rate measured during the performance
test in accordance with §63.7323(a).

40 CFR Ch. | (7-1-14 Edition)

(3) For each hot water scrubber ap-
plied to pushing emissions, you have
established appropriate site-specific
operating limits and have a record of
the water pressure and temperature
measured during the performance test
in accordance with §63.7323(b).

(4) For each capture system applied
to pushing emissions, you have estab-
lished an appropriate site-specific oper-
ating limit, and:

(i) If you elect the operating limit in
§63.7290(b)(3) for volumetric flow rate,
you have a record of the total volu-
metric flow rate at the inlet of the con-
trol device measured during the per-
formance test in accordance with
§63.7323(c)(1); or

(ii) If you elect the operating limit in
§63.7290(b)(3)(i) for fan motor amperes,
you have a record of the fan motor am-
peres during the performance test in
accordance with §63.7323(c)(2); or

(iii) If you elect the operating limit
in §63.7290(b)(3)(ii) for static pressure
or fan RPM, you have a record of the
static pressure at the inlet of the con-
trol device or fan RPM measured dur-
ing the performance test in accordance
with §63.7323(c)(3).

(5) For each multicyclone applied to
pushing emissions, you have estab-
lished an appropriate site-specific oper-
ating limit and have a record of the
pressure drop measured during the per-
formance test in accordance with
§63.7323(d).

(b) For each new or existing by-prod-
uct coke oven battery subject to the
opacity limit for stacks in §63.7296(a),
you have demonstrated initial compli-
ance if the daily average opacity, as
measured according to the performance
test procedures in §63.7324(b), is no
more than 15 percent for a battery on a
normal coking cycle or 20 percent for a
battery on batterywide extended cok-
ing.

(c) For each new or existing by-prod-
uct coke oven battery subject to the
TDS limit or constituent limits for
quench water in §63.7295(a)(1),

(1) You have demonstrated initial
compliance with the TDS limit in
§63.7295(a)(1)(i) if the TDS concentra-
tion, as measured according to the per-
formance test procedures in §63.7325(a),
does not exceed 1,100 mg/L.
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(2) You have demonstrated initial
compliance with the constituent limit
in §63.7295(a)(1)(ii) if:

(i) You have established a site-spe-
cific constituent limit according to the
procedures in §63.7325(b); and

(ii) The sum of the constituent con-
centrations, as measured according to
the performance test procedures in
§63.7325(c), is less than or equal to the
site-specific limit.

(d) For each by-product coke oven
battery stack subject to an opacity
limit in §63.7296(a) and each by-product
coke oven battery subject to the re-
quirements for quench water in
§63.7295(a)(1), you must submit a notifi-
cation of compliance status containing
the results of the COMS performance
test for battery stacks and the quench
water performance test (TDS or con-
stituent limit) according to
§63.7340(e)(1). For each particulate mat-
ter emission limitation that applies to
you, you must submit a notification of
compliance status containing the re-
sults of the performance test according
to §63.7340(e)(2).

[68 FR 18025, Apr. 14, 2003, as amended at 69
FR 60819, Oct. 13, 2004]

§63.7327 How do I demonstrate initial
compliance with the work practice
standards that apply to me?

(a) For each by-product coke oven
battery with vertical flues subject to
the work practice standards for fugi-
tive pushing emissions in §63.7291(a),
you have demonstrated initial compli-
ance if you certify in your notification
of compliance status that you will
meet each of the work practice require-
ments beginning no later than the
compliance date that is specified in
§63.7283.

(b) For each by-product coke oven
battery with horizontal flues subject to
the work practice standards for fugi-
tive pushing emissions in §63.7292(a),
you have demonstrated initial compli-
ance if you have met the requirements
of paragraphs (b)(1) and (2) of this sec-
tion:

(1) You have prepared and submitted
a written plan and supporting docu-
mentation establishing appropriate
minimum flue temperatures for dif-
ferent coking times and the lowest ac-
ceptable temperature to the Adminis-

§63.7328

trator (or delegated authority) for re-
view and approval; and

(2) You certify in your notification of
compliance status that you will meet
each of the work practice requirements
beginning no later than the compliance
date that is specified in §63.7283.

(c) For each non-recovery coke oven
battery subject to the work practice
standards for fugitive pushing emis-
sions in §63.7293(a), you have dem-
onstrated initial compliance if you cer-
tify in your notification of compliance
status that you will meet each of the
work practice requirements beginning
no later than the compliance date that
is specified in §63.7283.

(d) For each by-product coke oven
battery subject to the work practice
standards for soaking in §63.7294, you
have demonstrated initial compliance
if you have met the requirements of
paragraphs (d)(1) and (2) of this section:

(1) You have prepared and submitted
a written work practice plan in accord-
ance with §63.7294(a); and

(2) You certify in your notification of
compliance status that you will meet
each of the work practice requirements
beginning no later than the compliance
date that is specified in §63.7283.

(e) For each coke oven battery, you
have demonstrated initial compliance
with the work practice standards for
quenching in §63.7295(b) if you certify
in your notification of compliance sta-
tus that you have met the require-
ments of paragraphs (e)(1) and (2) of
this section:

(1) You have installed the required
equipment in each quench tower; and

(2) You will meet each of the work
practice requirements beginning no
later than the compliance date that is
specified in §63.7283.

(f) For each work practice standard
that applies to you, you must submit a
notification of compliance status ac-
cording to the requirements in
§63.7340(e)(1).

§63.7328 How do I demonstrate initial
compliance with the operation and
maintenance requirements that
apply to me?

You have demonstrated initial com-
pliance if you certify in your notifica-
tion of compliance status that you
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